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Tehnicke upute

za spajanje i koriStenje CM WiFi-Box c €
za internet nadzor i upravljanje radom kotla
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DIO 1 UPUTE ZA SPAJANJE CM WiFi-box

1.0 SADRZAJ ISPORUKE

CM WiFi-Box _ SB™ =

UTP kabel
1X . 1X
2.0 SPAJANJE CM WIFI BOX NA KOTAO
A) Opcija 1 - direktno na kotao CM WiFi-box
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B) Opcija 2 - na dodatnu opremu
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Kada se CM WiFi-box uspjesSno spoji
na kotao preko UTP kabla, nova ikona
Ce se pojaviti na glavhom ekranu koja
prikazuje status internet nadzora.
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Podesenje regulacije kotla

3.0 SPAJANJE NA LOKALNU Wi-Fi MREZU

Kada je uredaj spojen na kotao, nova opcija "Internet nadzor” ¢e biti vidljiva pod kraticom "5. Nacin rada".

5.Nacin rada ”

[ 7 B . 1
PTV/Grijanje Cistac dim.prolaza ‘|

Ruéni test ‘|

Dimnjacar ‘1

[E2
Prisilno gasenje

5.7.1.Internet nadzor 5.7.1.Internet nadzor
Nad.+upravljanje % jan Nad.+upravljanje ™
Iskljuéeno [FJ Nad.+upravijanje ] Iskljuceno Nad.+upravijanje

Nadzor |_|] Nadzor

Tvornic¢ki: Nadzor + upravljanje
Isklju€eno, nadzor, nadzor + upravljanje
Ova opcija omogucava ukljuCenje/iskljucenje internet nadzora i upravljanja rada kotla.

2. WiFi AP (Ime lokalne mreze)
5.7.Internet nadzor

WiFi AP
WIFldoma I ’

" Internet nadzor Vremenska zona

&
Reset konekcije

" Sinkroni. vremena

UpiSite ime lokalne WiFi mreze. Polja za upis imena atl 26% L 08:53
lokalne mreze su osjetljiva na velikaimala slovate se o PY
mora upisati tocno ime lokalne mreze. Upotrijebite
racunalo ili mobilni uredaj za pretrazivanje WiFi | wiFi networks
mreza kako bi vidjeli to¢no ime lokalne mreze na koju

Ce se spojiti kotao. = CM-WiFi = vancwireless

Connected
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Kontrola i regulacija, naredbe

3. Upisite WiFi klju¢ (lozinka lokalne WiFi mreze)

5.7.Internet nadzor

: i
Internet nacdzor Vremenska zona

®
WiFi AP " Reset konekeije

" Sinkroni. vremena

Ova opcija omogucéava upis lozinke za spajanje na lokalnu WiFi mrezu. Polja za upis su osjetljiva

na velika i mala slova te je potrebno upisati to¢nu loziku. Nakon upisa lozinke istu potvrdite sa

tipkom |_Zll i izadite do glavnog ekrana. Ukoliko vidite zeleni tekst "CON" na glavhom ekranu,

regulacija se uspjesno spojila na lokalnu WiFi mrezu te kotao uspjeSno komunicira s web serverom.
» 120°C ~ = o838
» 02=8% :

Regulacija je spojena na lokalnu
| WiFi mrezu i web portal
(internet nadzor je moguc¢)

&5 ona LED dioda na

\ CM WiFi-box treperi

Regulacija nije spojena na
lokalnu WiFi mrezu i web portal
(internet nadzor nije moguc)

AR

ﬁ’ Zelena LED dioda na
CM WiFI-box kontinuirano

\ svijetli
CM WiFi-box zahtjeva aktivhi DHCP server pristupne to¢ke (npr. router,
access point) jer ruéno podesenje mreznih parametara nije mogucée. Za
viSe informacija kontaktirajte administratora lokalne mreze.

4. Potrazite WiFi ID na regulaciji kotla pod kraticom "INFORMACIJE" - ZAPISITE "WIFI ID" NA
PAPIR1 S

ACUVAJTE GA!
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v2.82h 30
12kW

Wifi ID First connection: 12-7-2017-13:05
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Ukoliko se CM WiFi-box uspjeSno spojio na web portal barem jednom, u kratici "11. INFORMACIJE"
pojavit Ce se datum i vrijeme prvog spajanja. Ukoliko je havedeno vrijeme prikazano, mozete otvoriti
web portal na raCunalu, mobilnom uredaju ili tabletu te nastaviti sa slijede¢im korakom (vidite DIO 2

ovih uputa). <« First connection: 12-7-2017-13:05
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DIO 2 REGISTRACIJA | KORISTENJE WEB PORTALA

4.0 REGISTRACIJA KORISNIKA NA WEB PORTALU

1. U internet pregledniku upiSite www.portal.centrometal.hr i kliknite na "Kreiraj novi racun”.

Kornsnicko ime

portal.centrometal hr/registration

2. Pojavit ¢e se novi prozor. Potrebno je upisati WiFi ID. Mozete ga pronaci u regulaciji kotla,

WiFi ID:
7B****C9|

- wi D
ODUSTANI | POSALJI —

v2.82h_30
12kW

Wifi ID First connection: 12-7-2017-13:05
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Registracija korisnika na web portalu

3. Pojavit ¢e se novi prozor. Unesite trazene podatke i kliknite "Kreiraj".

Email

Korisni¢ko ime

Lozinka Ova slika je simboli¢na.
Moguce je da Ce biti
Ponovite lozinku potrebni dodatni podaci kod

registracije.

Telefon

Mobitel

Adresa

Mjesto

Drzava

Hrvatska .

Kreiraj Odustani

Ukoliko je sve proslo u redu, u internet pregledniku ¢e se pojaviti prikaz ekrana kotla te mozete
zapoceti s koristenjem internet nadzora / internet nadzora i upravljanja.
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Opcije koje Ce biti prikazane
na web portalu ¢e se
konstantno aZurirati.

Za novosti na web portalu ¢e
prikazivati obavijesti ili mozete
provjeriti novosti pritiskom na
tipku "POMOC".
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Prijava

5.0 PRIJAVA

L -

“ [ | (D Not secure | portal.centrometal.hr/login

Korisnicko Ime

Kreiral nf:wl racun . PRIJAVA
Zaboravio sam lozinku

Kod svakog dolaska na web portal potrebno se prijaviti sa korisni¢kim imenom i lozinkom.

Unesite korisniCko ime i lozinku koje ste odabrali prilikom registracije na web portal.
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Centrometal d.o.0. assumes no responsibility for possible inaccuracies in this book originated typographical errors or rewriting, all the pictures and diagrams are principal and it is necessary to adjust each
actual situation on the field, in any case the company reserves the right to enter their own products such modifications as considered necessary.

Centrometal d.o.o. Glavna 12, 40306 Macinec, Croatia
central tel: +385 40 372 600, fax: +385 40 372 611
service tel: +385 40 372 622, fax: +385 40 372 621
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e-mail: servis@centrometal.hr HEATING TEHNIQUE




