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EAZY Electro-Floorheating 

• Super thin 3mm heating system

• Easy step-by-step installation

•

• Available Sizes: 1 to 10m2 

• Available in 150 Watt per m2

• 40042694)



oor heating is an invisible heat 

source with no clutter from pipes or radiators. It 

requires absolutely no maintenance and used in 

conjunction with our advanced digital thermostat 

cient and cost 

water under ystems is that you require 

oor heating installation is generally cheaper to 

install.  Electric cables also eliminate the chances of 

any water leeks under your 

The digital clock thermostat thinks ahead and 

calculates the required heat up time and the 

amount of energy it needs. This digital clock 

thermostat is a high tech state of the art control 

unit for the wide variety of heating systems. 

supply solutions for every heating problem. 

Guarantee

This Heating Mat has a 10 year warranty covering 

the electromechanical operation and two years 

C&F Technics stands for high quality, durable and 

energy efficient (underfloor) heating systems with 

warranties that go up to a life time. 

info@neotherm.eu
 

www.neotherm.eu

A basic kit contains:
Heating mat

Flexible tube for floor sensor 
Installation instructions & Check card

Options:
Digital thermostat

Installation in
tile adhesive 

Installation in
levelling compound 

Heating Mat
Self adhesive Heating Mat

Directly into the tile adhesive
Self-levelling compound

In plaster or mortar

TECHNICAL DETAILS

optic net
• 2.5 metre 3-core supply cable
• Fully encased in an aluminium earthed sheath
• Chrome/Nickel resistance wire
• FEP insulation
• PVC protective sheath
• 15,7 watt per meter resistance wire, 230V
• Cable diameter approximately 3 mm.
• Mat width of 50 cm.
• Complies with current standards for 

installation in completely wet rooms.
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10 YEAR
WARRANTY

150
Watt/m2
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Electric underfloor heating

Elektrische Fubodenheizung

Električno podno grĳanje

CONTROL CARD - CONTROLLE KARTE - CONTROLE KAART

ACHTUNG:
- Heizleitungen müssen in Ihrer 

ganzen Länge mit Spachtelmasse 
oder Fliesenkleber umschlossen 
sein.

- Die Anschlußleiting darf max. bis 
1m. fur warm-Kaltübergang gekürzt 
werden.

- Nicht unter 5 oC verlegen.
- Montage- und Verlegeanleitung 

beachten.
- Vor Beschädigung schützen.
- Die Heizmatten dürfen nur in 

Verbindung mit einem Fehler 
stromschalter mit 30mA
Fehlerstrom betrieben werden.

ATTENTION:
- Do not shorten the mat and install  

the mat fully in the building 
construction.

- Connection wire can be cut to 
maximal from changeover from 
power to heating cable)

- Do not install under 5 oC.
- Installation manual needs to be 

respected.
- Protect the mat for damaging.
- The heating mats may only be 

used in conjuction with a circuit 
breaker of 30 mA.

CONTROL MEASUREMENTS - KONTROLLMESSUNGEN - CONTROLE METINGEN

T h is  c h e c k -f o r m  o n ly  c o u n t s  a s  G u a r a n t e e  f o r m  a ft e r  t h e  c o r r e c t  m e a s u r e m e n t s !
D ie s e r  A n h a n g  g i l t  n u r  n a c h  d u r c h g e fü h r t e n  K o n t r o l lm e s s u n g e n  a ls  G a r a n t ik a r t e !

D e z e  c o n t r o le -k a a r t  g e ldt  e n k e l  n a  u it g e v o e r de  c o n t r o le m e t in g e n  a ls  g a r a n t ie k a a r t !

C&F Technieken - The Netherlands

Before installation / vor dem Einbau / voor installatie:

After installation / nach dem Einbau / na installatie:

O h m

O h m

Resistance value / Gesamtwiderstand / Weerstandswaarde:

Before installation / vor dem Einbau / voor installatie:

After installation / nach dem Einbau / na installatie:

O h m

O h m

Insulation resistance value / Isolationswiderstand / Isolatieweerstand :

____________________ ____________________ ____________________
Date / Datum Signed / Unterschrif t / Handtekening                               Firm st amp / Firmenstempel / Firma stempel 

ATTENTIE:
- Mat nooit inkorten. Mat volledig 

verwerken in bouwmassa.
- Aansluitsnoer mag tot max. 1m. 

voor overgang voedings- naar
verwarmingskabel ingekort 
worden

- Niet onder de  5 oC verwerken.
- Installatievoorschriften dienen te 

worden gevolgd.
- Mat voor beschadigingen   

beschermen.
- De verwarmingsmatten mogen 

enkel in combinatie met een 
Aardlekschakelaar van minimaal 
30 mA te worden gebruikt.

UFHM ALU-TWIN 150Watt/m 2

Type / Typenbezeichnung / Omschrijving:
FHM_TWIN_ALU_150 

With / Breite /Breedte :
0,5 meter

Power / Leistung / Vermogen:
150 W/m²

Voltage / Spannung / Voltage:
230 Volt~

Connection Wire / Anschlußleitung / Aansluitdraad:
1 x 3,5 meter

Max. temp. / Nenngrenztemperatur / Max. temp.:
115 oC




